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A SECRETARIA DE ESTADO DA EDUCAGAO DE GOIAS
TOMADA DE PRECOS 004/2022

PROCESSO 2021.0000.607.8233

DATA DE ABERTURA: 18 DE JANEIRO DE 2022 AS 09 HORAS

CARTA PROPOSTA

A licitante MUNDI SOLAR IMPORTACAO E EXPORTACAO, PRODUTOS E SERVICOS
EIREL!, inscrita no CNPJ n° 26.919.760/0001-90, inscricdo estadual 10.684.621-3, inscricao
municipal 4366700, com endereco a Alameda Lucy Rassi de Oliveira, n® 142, qd. 160, It. 14,
Setor Faicalville, e-mail licita@mundisolar.com.br, por intermedio de seu procurador, o sr.
FAUSTO RIBEIRO, portador da Carteira de Identidade n° 3997089 e do CPF n° 001 .573.041-
38, tendo examinado o Edital, vem apresentar a nossa Proposta Comercial para execugao na
integra dos servigos motivo do objeto da presente licitagdo, cabendo esclarecer que:

Estamos cotando os servigos discriminados, conforme pianilha de orgamento constante em
nossa proposta, cujo preco é de R$ 289.000,00 (duzentos e oitenta e nove mil reais).

No preco propostc estdo inclusas todas as despesas com materiais e equipamentos, mao de
obra, transportes, cncargos sociais, ferramentas, seguro, todos os tributos incidentes e
demais encargos, enfim, todos os custos diretos e indiretos necessarios para execugac
completa dos servigos discriminadoc neste edital e seus Anexos.

C'eclaramos que executaremos o2 3°7vigos cbedecendo fielmente o que estabelece a planiiha
crcamentaria, quantitativos, mamcrial descritivo, projetes e demais orientacdes constates do
edital;

Declaramos que ¢ prazo de validads da nossa preposta & de 120 (certu e vinie) dias
consecutivos, @ contar da data de suz epresentacéo, ou seja, de sua abertura,

[

Declarames que utilizeremes son. .ot muterials € m8o-de-obra de 12 qualidade. «
rar

e aind
a variacdo de quantidtdss seré oo 108U inteira cspensabitidade e que a garant

aqu
ia d

0s

servicos sera dc 5 (cince) anos

» cos servicos de acordo com o memorial descritivo e

1. osste edital.

o noiia propesta s@o fixos e irreajusiaveis pelo periodo

ol O AnEE
[56.93 2 o el

R M it
QS oy e S SRR wa—_ D SO g SER o3
D1 SC ORTACABR w108 e 101
e |
- b st o\ﬁ*N
—
U LA SURASHY Gied

¢ 142, SETOR FAICALVILLE, GOIANIA - GO

ceop ..;11.



mundi

ITEM | TABELA | CODIGO |DESCRICAQ DOS SERVICOS UNID| QUANT | MAT [ MO VALOR
TOTAL
’:E
1.1 SERVICOS PRELIMINARES 1.142,63
1:1.1 ' GOINFRA 21301 PLACA DE OBRA PLOTADA EM CHAPA METALICA | M2 7.50 150.00 235 1.142.63
; = 26 , AFIXADA EM CAVALETES DE
MADEIRA DE LEL (VIGOTAS 6X12CM) - PADRAO
GOINFRA
12 INSTALACOES ELETRICAS i 241.241,00
521, COMP  |KIT INSTALADO DO SISTEMA FOT()VOLTAI( 0 UN 1,00 [230.000,00f 900000
487 SEE  |PARA 50 kW, COM LIGACAO DO INVERSOR AT EO
QGBT, MALHA DE ATERRAMENTC PARA O
SISTEMA FOTOVOLTAICO E E:ONJLNTO DE e~
DISPOSITIVOS DE PROTRECAO C'A PARA LRZANS
INVERSOR TRIFASICO (HOMOLOGAGAO DO
PROJETO JUNTO A ENEL)
e MANUTENCAOQ DE SISTEMA FOTOVOLTAICO DE
(2.9 (@MP@S} COMP 50 kW, NO PERIODO DE 01 (UM) ANO APOS N GG Eaadl S PR
T CAO 489 SEE |ENTREGA E O COMISSIONAMENTO DO SISTEMA : A =l SeETEL
- (3% DO VALOR KIT INSTALADO)
1.3. : DIVERSOS 493.93
1.3.1. GOINFRA 270809  |PLACA DE INAUGURACAO ACO ESCOVADO 42X60( UN 1.00 490.00 393 49393
CM
OBS: OS QUANTITATIVOS DE MATERIAIS DAS INSTALACOES VALOR 242.877.56
HIDROSSANITARIAS, ELETRICAS E ESPECIAIS SAO FORNECIDOS PELOS VALOR BDI 46.122,45
PROFISSIONAIS RESPONSAVEIS PELOS RESPECTIVOS PROJETOS. - TOTAL 289,

Goiania, 17 de janeiro de 2022.
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CRONOGRAMA FiSICO FINANCEIRO

DESCRICAO DOS SERVICOS 289000 Parcelas: 1 2
Dias: 180 540
SERVICOS PRELIMINARES 1359.61|% Periodo
. RS 1.359.61| RS .
INST.ELET/TELEFONICA/CABEAMENT 287052,67|% Periodo
OFE RS 278.699 43| RS 8.353.23
DIVERSOS 587.73|% Periodo TR
RS 587.73| RS -
TOTAL  289.000.00 % PERIODO 97,11% 2.89%
VALOR PERIODO|RS 280.647.90| RS 8.352.10
% ACUMULADO 97.11% 100,00%
VALOR ACUMULADO|RS 280.648. 71| RS 289.000,00

Goiania, 17 de janeiro de 2022.
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mundi.

DESCRICAQ

T COMPOSICAO BDI PARAOBRASCIVIS

COEF. | TAXA % % no preco de venda
1) COFINS 100.00° s 3.00% 3.00%
2) PIS 100.00% 0.65% 0.65%
3) ISSON 100,00% 1.50% 1.50%
4) CPRB 100.00% 0.00% 0.00%
5) Administragao Central | 100.00% 4.00% 4.00%
6) Despesas Financeiras | 100.00% 0.19% 0.19%
7} Seguros + Garantias 100.00% 0.12% 0.12%
8) Risco 100,00% 0.97% 0.97%
9) Lucro 100.00% 7.20% 7.20%
BDI - FINAL 18.99%

Goidnia, 17 de janeiro de 2022.

MUNDI SOLAR IMPORTACAO E EXPORTACAO _,
PRODUTOS E SERVICOS EIRELI 4 -GV



DADOS PARA EMISSAO DE NOTA DE EMPENHO E/OU

Razdo Social:

Nome Fantasia:
CNPJ:

Insc. Municipal:
Insc. Estadual:

Enderecgo:

Dados bancadrios:

E-mail:
Telefone:
Representante:
ProfissGo:
Estado civil:
Identidade:
CPF:

ASSINATURA DO CONTRATO

MUNDI SOLAR IMPORTACAO E EXPORTACAQO, PRODUTOS E SERVICOS

EIRELI

MUNDI SOLAR
26.919.760/0001-90
436670-0
106846213

AL LUCY RASSI DE OLIVEIRA, 142 QD 160 LT 14 - SETOR FAICALVILLE -

GOIANIA/GO - CEP 74.350-720

BANCO DO BRASIL - 001 - AG. 4988-3 CC. 6630-3
atendimento@mundisolar.com.br

62 4101-0350 / 62 98295-7352

Adriano Borges Pacheco

Empresdrio

Solteiro

497983-9 DGPC-GO
011.231.881-90

@



19/04/2021 Registro 005314/2020 | AvaliagZo da Conformidade

BRASIL
(HTTPSZ/GOV.BR)
/ » ». Avaliacao da Procurando algo?
© T Conformidade | Buscar

Pagina inicial (http://www.inmetro.gov.br/)
/ Qualidade (http://www.inmetro.gov.br/qualidade/) / Registro de objeto (..)
/ Consultar registros concedidos

E] RegiStrO de Ob_] etO Consultar registros concedidos

Q Detalhes do Registro 005314/2020

Status Concessao
Ativo 27/08/2020
OUROLUX COMERCIAL LTDA

Av. Bernardino de Campos, 98 51 Cep:04004-040 | Paraiso - Sao Paulo - SP
Tel. (Telefone) 11 2085-5744 - suporte@ourolux.com.br (mailto:suporte @ourolux.com.br) - CNPJ;
(CNP,))05.393.234/0002-40

Programa de Avaliagao da Conformidade
Sistemas e equipamentos para energia fotovoltaica (mddulo, controlador de carga, inversor e bateria)

Portaria Inmetro Nome de Familia
nf(numgro) 4 de 04/01/2011 Silicio Monocristalino
Certificado

Nao aplicavel

-Pesquisar historico de alteragoes

Data Alteragao Marca Modelo Descrigao

registro.inmetro.gobr/consulta/deta he.aspx?pag = 18N umeroRegistro=005314/2020 1/2



19/04/2021 Registro 005314/2020 | Avaliagéo da Conformidade

Data Alteracao Marca Modelo Descrigcédo

27/08/2020 Canadian CS3W-  Médulo fotovoltaico de 144 células
Solar 445MS-  monocristalinas, 445W de poténcia de pico,

(1500V) eficiéncia energética de 20,14%, Classe Ae

isolamento elétrico de 1500V, comp 2108 x larg.

1048mm e 24, 9Kg de peso

<< Voltar

(http://www.brasil.gov.brBarra GovBr (http://www.acessoainformacao.gov.br/)

registro.inmetro.govbr/consulta/detal he.aspx?pag = 1&NumeroRegistro=005314/2020

@

212



HiKu
SUPER HIGH POWER MONO PERC MODULE

430 W~ 455 W
C$3W-430|435]440| 445|450 | 455MS

MORE POWER

26 % more power than
conventional modules

Up to 4.5 % lower LCOE
Up to 2.7 % lower system cost

Low NMOT: 42 £ 3 °C
Low temperature coefficient (Pmax):
-0.35% /°C

Better shading tolerance

MORE RELIABLE

Lower internal current,
lower hot spot temperature

Minimizes micro-crack impacts

g

;W“‘w\ Heavy snow load up to 5400 Pa,
E Y vy
wind load up to 3600 Pa*

* For detail informaticn, please refer to Installation Manual.

CANADIAN SOLAR INC.
Guelph, Ontario N1K 1E6, Canada, www.canadiansolar.com, suppert@canadiansolar.com

545 Speedvale Avenue West,

1)

~¢ CanadianSolar

,._2 5_ .

: linear power output warranty™
3, years ¢

. enhanced product warranty on materials
and workmanship*

: years

*according to the applicable Canadian Solar Limited Warranty Statement.

MANAGEMENT SYSTEM CERTIFICATES*

1SO 9001:2015 / Quality management system
ISO 14001:2015 / Standards for environmental management system
OHSAS 18001:2007 / International standards for occupational health & safety

PRODUCT CERTIFICATES*

IEC 61215/ 1EC 61730: VDE / CE / MCS / INMETRO

UL 1703: CSA/IEC 61701 ED2: VDE / IEC 62716: VDE / 1EC 60068-2-68: 5G5
UNI 9177 Reaction to Fire: Class 1/ Take-e-way

H@CED

* As there are different certification requirements in different markets, please contact
your local Canadian Solar sales representative for the specific certificates applicable to the
products in the region in which the products are to be used.

CANADIAN SOLAR INC. is committed to providing high quality
solar products, solar system solutions and services to cus-
tomers around the world. No. 1 module supplier for quality
and performance/price ratio in THS Module Customer Insight
Survey. As a leading PV project developer and manufacturer

of solar modules with over 40 GW deployed around the world
since 2001.




ENGINEERING DRAWING (mm)

Rear View

Frame Cross Section A-A

2108

ELECTRICAL DATA | STC*

CS3W-435MS / I-V CURVES
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MECHANICAL DATA

cs3w 430MS 435MS 440MS 445MS 450MS 455MS  Specification pata
Nominal Max. Power (Pmax) 430W 435W 440 W 445W 450W 455W - Cell Type Mono-crystalline
Opt. Operanng Voltage (Vmp) 403V 405V A40.7V 40 9 V 411V, 43 \l" :Cleli‘errrangemeur}; 144 [2X(12 X 6) ]
Smensions 2108 X1048 X40 mm

QE’E’? Circuit Voltage (Voc) ; : 3 (83.0X41.3X1.57in).
Short Circuit Current (1s)) 1137 A11.42A1148A11.54A1160A 1166 A Weight 249kg(5491s)
Module Efficiency 9.5% 19.7% 19.9% 20.1% 204% 206%  FrontCover 3.2 mm tempered glass
Operating Temperature -40°C ~ +85°C F— Anodized aluminium alloyl.ﬂ -
Max. System Voltage 1 1500V (IEC/UL) or 1000V (IEC/UL) ~ crosshar enhanced
il Fipe ParbsTES TYPE 1 (UL1703) or J-Box P68, 3 bypass diodes

CLASS C (IEC 61730) Cable 4 mm? (IEC), 12 AWG (UL)
Max, Series Fuse Rat “0a Portrait: 500 mm (19.7 in) (+)/ 350

Class A P e —————A A P S—————— s A ——
0-+10W

Application Classification 7

Power Tolerance

. Under Standard Test Condmons (STCJ of lrradlance of 1000 Wlm’ spettrum AM 1 5 and cell tempera-
ture of 25°C.

ELECTRICAL DATA | NMOT*
CS3w
b{omlr}_el Max Power (Pma_x_) E 321 W 325 W 328_W 332 W 336

430MS 435MS 440MS 445MS 450MS 455M5
339 W

Opt. Operating Voltage (Vmp) 37.6V_ 378V 379V 381V 383V 38 5V

Opt Operating ¢ Current {Imp) ¢ 854A 8.59A 865A 871A 876A B8.8ZA
______ 454V 456V 458V 460V 462V 464V

S!?,?FEE!FCHFE,CUU?-_'.‘_F (Isc) _9.17A 9.21A 926A 931A 936A 941A

* Under Nominal Module Operating Temperature (NMOT), irradiance of 800 W/m? spectrum AM 1.5,
ambient temperature 20°C, wind speed 1 m/s.

Open Circuit Voltage (Voc)

* The specifications and key features contained in this datasheet may deviate slightly from our actu al
products due to the on-going innovation and product enhancement. Canadian Solar Inc. reserves the
right 1o make necessary adjustment to the information described herein at any time without further

nofice.

Please be kindly advised that PV modules should be handled and installed by qualified people who have

professional skills and please carefully read the safety and installation instructions before using our PV
modules.

CANADIAN SOLAR INC.

545 Speedvale Avenue West, Guelph, Ontario N1K 1E6, Canada, www.canadiansolar.com, support@canadiansolar.com

Cable Length
(Including Connecter)

mm (13.8in) (-); landscape: 1400 mm
(55.1in); Ieap—frog connection: 1670

- mm (65.7 in)* i
Qoooector R ~T4s series or | H4 UTX or MC4—EV02
Per Pallet 27 pieces

Per Container (40' HQ) 594 pieces
* For detailed informaticn, please contact your local Canadian Solar sales and
technical representatives.

TEMPERATURE CHARACTERISTICS

Specification _Dbata
Temperature | Coeffn:tent (Pmax) 0.35% / °C
Temperature Coefficient (Voo) -0.27%/°C
Temperature C Coefﬂc:ent (Isc) 0.05%/°C
Nommal Mooule Operatlng Temperature 42 +3°C

PARTNER SECTION

@
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